
Features:
• Gooseneck spout

• Cast brass end valves and spout body

• Wrist Blade metal handles with color coded handle screws

   • Ceramic disc cartridges G0086986 & G0086987

• 8"-12" centers for mounting (with flexible connectors)

• 0.5 gpm (1.9 L/min) Maximum Aerator G0097298 @ 60 psi

• 1/2" NPSM supply connection

• Max. 1 5/8" deck thickness

Certifications:

Catalog Numbers:
C0-44-105

Less Drain Assembly, Rigid Copper Connections

C0-44-105-61

Less Drain Assembly, Flex Connections

Prefixes Available:
C0  Metal Wrist Handles

Suffixes Available:
- 61   Flex Connections
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C0-44-105 Shown

Because we are committed to continual product improvement, specifications are subject to change without notice.  

Gerber Toll Free Technical Support: 888-648-6466
www.gerberonline.com

C0-44-105 Series

Commercial Faucet

Two Handle Gooseneck Lavatory Faucet
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• ASME A112.18.1M

• NSF/ANSI 372

• IAPMO/cUPC

• ICC/ANSI A117.1

• Mass Code

• Lead free waterway per NSF/ANSI 372

• Fully ADA compliant

• Limited lifetime warranty

• Meets CEC requirements

• WaterSense Pending




